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Cable Assemblies

LM MAGNETIC MOUNTS

 Model Coax Connector

LMMMFME CX (RG-58A/U) FME Crimp

LMMMMPL CX (RG-58A/U) MPL Crimp

LMMM CX (RG-58A/U) 58FCP

LMMMTNC CX (RG-58A/U) TNC Crimp

LMMMBNC CX (RG-58A/U) BNC Crimp

LMMMPL CX (RG-58A/U) PL-259

LM magnetic mounts are 5/16” x 24 THDS roof mount, 3.5” x 3” with a 
pull strength of 50 pounds and include 12’ of coax.

Larsen LM magnetic mounts are also available with DS (RG-58A/U Dual 
Shield) coax.  For more information, please contact your local dealer.

LM 3/4” MOUNTS

 Model Coax Connector

LMKNOCONN CX (RG-58A/U) No Connector

LMKFME CX (RG-58A/U) FME Crimp

LMKMPL CX (RG-58A/U) MPL Crimp

LMKN CX (RG-58A/U) N Crimp

LMK CX (RG-58A/U) PL-259

LMKTNC CX (RG-58A/U) TNC Crimp

LMKUD UD (RG-58U Dual Shield) No Conn

LMUDFME UD (RG-58U Dual Shield) FME Crimp

LMKUDMPL UD (RG-58U Dual Shield) MPL Crimp

LMKUDN UD (RG-58U Dual Shield) N Crimp

LMKUDTNC UD (RG-58U Dual Shield) TNC Crimp

LM mounts are 5/16” x 24 THDS roof mount requiring a 3/4” hole.

Larsen LM mounts are also available with DS (RG-58A/U Dual Shield) 
coax.  For more information, please contact your local dealer.

LM MOUNTS
All Larsen LM cable assemblies include 17’ of coax unless otherwise indicated.

LM TRUNK LIP MOUNTS

 Model Coax Connector

LMTLP CX (RG-58A/U) PL-259

The LMTLP mount is 5/16” x 24 THDS trunk lid mount, 2.5” x 2”.

Larsen LMTLP mounts are also available with DS (RG-58A/U Dual Shield) 
coax.  For more information, please contact your local dealer.

LM TRUNK GUTTER MOUNTS

 Model Coax Connector

LMTMB CX (RG-58A/U) PL-259

The LMTMB trunk gutter bracket is 1.75” x 1.75” and comes with a LMK 
cable assembly.
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Cable Assemblies
PO MOUNTS

PO 3/4” MOUNTS

 Model Coax Connector

POKNOCONN CX (RG-58A/U) No Connector

POK CX (RG-58A/U) PL-259

PO mounts are an SO-239 female type roof mount requiring a 3/4” hole 
and includes 17’ of coax.

PO MAGNETIC MOUNTS

 Model Coax Connector

POMMM CX (RG-58A/U) 58FCP

The PO magnetic mount is an SO-293 female type, 3.5” x 3” with a pull 
strength of 50 pounds and includes 12’ of coax.
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Small Base Station Antennas

The following antennas have a VSWR of 1.5:1, power rating of 200 Watts and a UHF Female feed connection.

BSA SERIES

  Frequency Gain  Length
Model Type (MHz) (dBd/dBi) VSWR (In)

BSA45C Base loaded 1/4 λ 45-50 0/2 1.5:1 51.75

BSA118B 5/8 λ 118-121 3/5.2 1.5:1 51.75

BSA132B 5/8 λ 131-135 3/5.2 1.5:1 54.5

BSA150B 5/8 λ 144-174 3/5.2 1.5:1 51.75

BSA150C 5/8 λ 144-174 3/5.2 1.5:1 51.75

BSA220C 5/8 λ 220-225 3/5.2 1.5:1 33.75

BSA Series

BSA45C
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Small Base Station Antennas

YA SERIES

  Frequency Gain  Length Power Feed
Model Type (MHz) (dBd/dBi) VSWR (In) (Watts) Connection

YA3406WN 5-element  406-430 9/11 2:1 42.25 300 N Female

YA3450WN 5-element  450-470 9/11 2:1 36.25 300 N Female

FB SERIES

  Frequency Gain  Length Power Feed
Model Type (MHz) (dBd/dBi) VSWR (In) (Watts) Connection

FB1136 5/8 over 1/2 λ 136-230 3.5/5.6 1.5:1 96 200 UHF Female

FB2406 5/8 over 1/4 λ 406-420 3.2/5.4 1.5:1 32.25 200 N Female

FB2420 5/8 over 1/4 λ 420-440 3.2/5.4 1.5:1 32.25 200 N Female

FB2 Series
FB1136

YA3 Series
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Replacement Parts/Accessories
ANTENNA CONES

PART NUMBER DESCRIPTION
QCONE.073 Cone with .073” blind hole used for Q antennas.  Chrome.

QCONE.073B Same as above in black.

QCONE.100 Cone with .100” blind hole used for on VHF or UHF gain 
and Q52 and Q88 antennas.  Chrome.

QCONE.100B Same as above in black.

QCONE.125 Cone with .125” blind hole used on 800 MHz closed coil and 
all WBQ antennas.  Chrome.

QCONE.125B Same as above in black.

GASKETS
PART NUMBER DESCRIPTION

RGNMOANT Rubber gasket internal to NMO coils, 3 per pkg.

RGOMANT Rubber gasket for OM series coils, 3 per pkg.

RGFB1ANT Rubber gasket for FB1 series, 1 per pkg.

RGPOMNT Rubber gasket for PO series coils, 3 per pkg.

RGSBKMNT Rubber gasket for SBK mounts, 3 per pkg

RGSS Rubber SuperSeal gasket for MakroBlend coils/bases, 3 per 
pkg.

BATTERY BOLT
Replaces side mount battery bolts with a longer terminal for additional power con-
nections with 3/8” ring leads.  All brass unit comes complete with crimp terminal and 
nut.  

PART NUMBER DESCRIPTION
BATTBOLT Battery bolt with terminal.

BSA KIT
PART NUMBER DESCRIPTION

BSAKIT Base station ground plane kit, 200 Watts, UHF Female feed 
connection.

FB SERIES MOUNTING BRACKETS
PART NUMBER DESCRIPTION

FB2BRACKET Mounting bracket and hardware for FB2 series.

FB3BRACKET Mounting bracket and hardware for FB3 Series.

FB3FB2

GROMMETS AND HOLE PLUGS
PART NUMBER DESCRIPTION

GROMMETS Plastic grommet locks securely into a 3/4” hole and grips 
the coax to hold it in the center.  100 per pkg.

HP34 Plastic hole plug for 3/4” hole when antenna is removed 
but not replaced.  5 per pkg.

HP38 Plastic hole plug for 3/8” hole when antenna is removed 
but not replaced.  6 per pkg.

Grommets

Hole Plugs
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Replacement Parts/Accessories

MOUNT BRACKETS
PART NUMBER DESCRIPTION

TMB34 Stainless steel trunk gutter bracket, 3/4” 
diameter hole.  Screws included.

TMB38B Same as above in black.

TMB38 Stainless steel trunk gutter bracket, 3/8” 
diameter hole.  Screws included.

TMB38B Same as above in black.

TMB58 Stainless steel trunk gutter bracket, 5/8” 
diameter hole.  Screws included.

TMB58B Same as above in black.

TMB34D Fender bracket only. Fits Dodge Ram trucks year 2002 and 
older.

TMBOM Stainless steel trunk gutter bracket for OM 
antennas, screws included

NMO MOUNT ADAPTER
PART NUMBER DESCRIPTION

A4 BSA/BA/SO-239 to NMO mount adapter

HOLE SAW
PART NUMBER DESCRIPTION

HS1 Designed specifically for installing permanent mount mo-
bile antennas.  Makes a 3/4” hole and limits hole depth to 
1/8”.  Fits 3/8” or larger electric drill.  Includes 2 blades.

HSBLADE Replacement blades for HS1, 2 per pkg.

O-RINGS
PART NUMBER DESCRIPTION

OLMNT O-Ring for LM mounting hardware, 3 per pkg

ONMOMNT O-Ring for NMO mounting hardware, 3 per pkg

ONMOANT O-Ring for NMO coils and bases, 3 per pkg

OPOMNT O-Ring for PO mounting hardware, 3 per pkg

KG REINSTALL KITS
PART NUMBER DESCRIPTION

KGREINSTALL KG glass mount reinstall kit with die cut tape.

KG SWIVEL MOUNTS
PART NUMBER DESCRIPTION

KGSWIVEL.073 KG swivel mount assembly, .073 diameter.

TMB

Hole Saw

HS Blade

TMBOM

TMB34D
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Replacement Parts/Accessories

RAIN CAPS
PART NUMBER DESCRIPTION

LMCAPB Rain cap for LM mount.

NMOCAPB Rain cap for NMO mount.

ROD TIPS
PART NUMBER DESCRIPTION

BALL1B Black rod tip for W490, W540 tapered rods.  10 per pkg.

BALL2B Black rod tip for Q and NMOQ antennas.  10 per pkg.

BALL3B Black rod tip for .100 diameter 
non-tapered rods.  10 per pkg.

SPRING
PART NUMBER DESCRIPTION

SPRING Chrome shock spring for Larsen VHF and UHF antennas.

SPRINGB Black shock spring for Larsen VHF and UHF antennas.

TEST MOUNT ADAPTER
PART NUMBER DESCRIPTION

NMOTEST1 Test adaptor for NMO mount allows checking of coax feed-
ing by allowing dummy load to replace the antenna.  Also 
used to extend coax line to temporarily remote an anten-
na.  Features floating contact design, good SWR match into 
800 MHz range and nickel-plated brass construction.  

SET SCREWS
PART NUMBER DESCRIPTION

#6-32 Allen head set screws used on NMOQSPEC.  Bag of 25.

#8-32 Allen head set screws used on all coils.  Bag of 25.

#10-32 Allen head set screws used on all TLP mounts.  Bag of 25.

SPANNER WRENCH
PART NUMBER DESCRIPTION

SPANNER Spanner wrench for PO and NMO mounts
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To order Larsen Amateur antennas, 
please contact your local dealer or:

Amateur Electronic Supply (AES)
www.aesham.com

Milwaukee, WI
Phone: 1-800-558-0411 

Cleveland, OH
Phone: 1-800-321-3594 

Las Vegas, NV
Phone: 1-800-634-6227

Orlando, FL
Phone: 1-800-327-1917

Ham Radio Outlet (HRO)
www.hamradio.com

Western US/Canada
Tel: 1-800-854-6046

Mountain/Central
Tel: 1-800-444-9476

Southeast
Tel: 1-800-444-7927

Mid-Atlantic
Tel: 1-800-444-4799

New England/Eastern Canada
Tel: 1-800-444-0047

Northeast
Tel: 1-800-644-4476




